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Sauce 
Port 

Juan Lacaze, Colonia,
UruguayLO
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Sauce Port is located over De La Plata River 
waters and is mainly used for commercial 
shipping activities for cargo shipped to 
MERCOSUR countries. The harbor suffered 
some damage due to its use and the 
passing of time.
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The structure of the 10.000 sq. ft. harbor is 
made of concrete slabs over reinforced 
concrete arcades. The foundations are 
jacketed hard wooden piles and they have 
an anchoring system through beams. The 
work done by RDA aimed to provide the 
ANP with information about the harbor 
condition, the requirements for its 
restoration and cost evaluation. 
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Area: Civil works
Market: Ports
Year of completion: 2016
Final client: National Port Administration (ANP)
Our work: Inspections, preliminary design for
restoration, economical evaluation and 
development of tender documents.
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VL = VIGA LONGITUDINAL
NT = NERVIO TRANSVERSAL

LEYENDA:

TIPO DESCRIPCION DE DAÑO

1

2

NIDOS DE GRAVA Y COQUERAS

3

4 FISURAS Y GRIETAS EN VIGAS

5 FISURAS Y GRIETAS EN PILAS

6

MANCHAS DE HUMEDAD Y EFLORESCENCIA7

8

9

FISURAS Y GRIETAS EN LOSA

LEYENDA DE PATOLOGIAS:

SIMBOLOGIA

PERDIDA DE SECCION DE HORMIGON CON ARMADURAS EXPUESTAS

PERDIDA DE SECCION HORMIGON  SIN ARMADURAS EXPUESTA

PERDIDA DE SECCION DE HORMIGON CON ARMADURAS EXPUESTAS
CON PERDIDA DE SECCION Y/O MUY DAÑADAS.

NEOPRENOS CON DESPLAZAMIENTO IMPEDIDO

JUNTAS OBSTRUIDAS

10

PERDIDA DE MATERIAL DE JUNTA ENTRE PIEDRAS DEL MURO

12 CORROSION EN ELEMENTOS METALICOS

11 DESPRENDIMIENTOS - FISURAS

13 DAÑOS EN PAVIMENTOS
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COLONIA, Uruguay

NOTAS:

SALVO INDICACION CONTRARIA TODAS LAS MEDIDAS ESTAN EN METROS.

DIB. REV. APR.


